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Use when existing planted areas are to be maintained and NOT paid for as extra work, except for pruning and correcting deficiencies.  Add to SSP 20-250.

Existing planted areas MUST be shown on the plans.  Show trees, shrubs and groundcover masses or use one bubble for each planted area.  Add symbol to legend on the Plant List.

Insert SSP 07-450 in Section 10-1 when using this SSP.

Include Item 204096 "Maintain Existing Planted Areas."

MAINTAIN EXISTING PLANTED AREAS

Existing planted areas, designated on the plans to be maintained, shall be maintained throughout the life of the contract in conformance with these special provisions.

2

Attention is directed to "Preservation of Property" of these special provisions.
3

Existing plants shall be watered in conformance with the provisions in Section 20‑4.06, "Watering," of the Standard Specifications.

4

Existing planted areas to be maintained shall be inspected for deficiencies by the Contractor in the presence of the Engineer.  Deficiencies requiring corrective action shall include weeds; dead, diseased, or unhealthy plants; missing plant stakes and tree ties; inadequate plant basins; and other deficiencies needing corrective action to promote healthy plant life.  The inspection shall be completed within 10 working days after the start of work.

5.  Include funds in the Engineer's Estimate under Supplemental Work for correction of deficiencies.  Delete Para 6 when Para 5 is deleted.

Deficiencies found during the inspection shall be corrected within 10 working days after the inspection ends.  Correction of deficiencies, as directed by the Engineer, will be paid for as extra work in conformance with the provisions in Section 4‑1.03D, "Extra Work," of the Standard Specifications.

6.  Use when pruning is required and SSP 20-254 is NOT used.  Include funds in the Engineer's Estimate under Supplemental Work for pruning.

When directed by the Engineer, existing plants shall be pruned and the work will be paid for as extra work in conformance with the provisions in Section 4‑l.03D, "Extra Work," of the Standard Specifications.

7.  Edit as required.
After deficiencies have been corrected, the Contractor shall perform work to maintain existing planted areas in a neat appearance and to promote healthy plant growth.  The work shall include the following:
A.
Weeds shall be killed before the weeds reach the seed stage of growth or exceed 150 mm {6 inches} in length.

B.
Trash, debris and weeds shall be removed from existing planted areas.  Weeds shall be killed prior to removal.  Trash, debris and weed removal in ground cover areas shall extend beyond the outer limits of ground cover areas to the adjacent edges of paving, fences and proposed plants and planting areas, and a 2‑m {6‑foot} diameter area centered at each existing tree and shrub outside of existing ground cover areas.

C.
Existing plant basins shall be kept well-formed and free of silt.  If existing plant basins require repairs, and the plant basins contain mulch, the mulch shall be replaced after the plant basins have been repaired.

D.
When a portion of a new automatic irrigation system is completed, the existing plants to be watered by that portion of the irrigation system shall be watered automatically.

E.
Pesticides for maintaining existing planted areas shall conform to the provisions in "Pesticides" of these special provisions.

8.  This pay clause MUST be used on Highway Planting Projects and Highway Construction Projects with highway planting.  On Highway Construction Projects show as a separate bid item in the Engineers Estimate and NOT in the Highway Planting Cost Break-Down SSP.

The contract lump sum price paid for maintain existing planted areas shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in maintain existing planted areas, complete in place, as shown on the plans, as specified in the standard specifications and these special provisions, and as directed by the Engineer.

