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2010 SSPs used with 2010 Standard Plans:
	SSPNo
	Effective Date
	Description
	Update



	RSS
	A02-22-13
	
	Section 39. Revised to increase the use of RAP from 15 to 25 percent. 

	39-1.12
	A02-22-13
	--
	New SSP to implement the use of an inertial profiler for measuring smoothness instead of the CA profilograph. 

	39-1.12E
	C02-22-13
	Prepaving Must-Grinds
	Canceled. This SSP is being replaced with the new SSP 39-1.12 which replaces the profilograph requirements with an inetial profiler.

	39-1.24
	A02-22-13
	--
	Revised to use consistent terminology with the new smoothness specifications (SSP 39-1.12). The term "must-grinds" is replaced with "areas of localized roughness." The smoothness requirements in this SSP are replaced with a refernce to section 39-1.12. This update incorporates other minor revisions to comply with the Style Guide.

	39-1.25
	A02-22-13
	--
	Revised to use consistent terminology with the new smoothness specifications (SSP 39-1.12). The term "must-grinds" is replaced with "areas of localized roughness." The smoothness requirements in this SSP are replaced with a refernce to section 39-1.12. This update incorporates other minor revisions to comply with the Style Guide.

	39-1.26
	A02-22-13
	--
	Revised to use consistent terminology with the new smoothness specifications (SSP 39-1.12). The term "must-grinds" is replaced with "areas of localized roughness." The smoothness requirements in this SSP are replaced with a refernce to section 39-1.12. This update incorporates other minor revisions to comply with the Style Guide.

	39-1.27
	A02-22-13
	--
	Revised to use consistent terminology with the new smoothness specifications (SSP 39-1.12). The term "must-grinds" is replaced with "areas of localized roughness." The smoothness requirements in this SSP are replaced with a refernce to section 39-1.12. This update incorporates other minor revisions to comply with the Style Guide.

	39-6.01
	A02-22-13
	--
	Revised to use consistent terminology with the new smoothness specifications (SSP 39-1.12). 

	40-1
	A02-22-13
	
	Combined the previous SSPs 40-1_X1 and 40-1_X2 into this single new SSP. Canceled SSPs 40-1_X1 and 40-1_X2. Added new requirements for inertial profiler to SSP 40-1. Made minor revision to the instructions for SSPs 40-2 and 40-3. Added clarification for grinding in SSP 42-3.03C.

	40-1_X1
	C02-22-13
	
	Canceled.  Combined the previous SSPs 40-1_X1 and 40-1_X2 into this 40-1. Added new requirements for inertial profiler in SSP 40-1. Update includes minor revision to the instructions for SSPs 40-2 and 40-3 as well as clarification for grinding in SSP 42-3.03C.

	40-1_X2
	C02-22-13
	
	Canceled.  Combined the previous SSPs 40-1_X1 and 40-1_X2 into this 40-1. Added new requirements for inertial profiler in SSP 40-1. Update includes minor revision to the instructions for SSPs 40-2 and 40-3 as well as clarification for grinding in SSP 42-3.03C.

	40-2
	A02-22-13
	Jointed Plain Concrete Pavement
	Minor revision to instructions.

	40-3
	A02-22-13
	Continuously Reinforced Concrete Pavement
	Minor revision to instructions.

	42-3.03C
	A02-22-13
	
	Added specifications for inertial profiler.  



