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TYPE III MEDIUM CUTOFF

Cutoff Luminaire
34’ Mounting Height
Lamp operated at 22,000 Im
200-W high pressure sodium |amp
ANSI Designation S66
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LED LUMINAIRE ROADWAY 1
200-W HPS Equivalent at 34’ Mounting Height
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TYPE III MEDIUM CUTOFF
Cutoff Luminaire
30’ Mounting Height
Lamp operated at 16,000 Im
150-W high pressure sodium lamp
ANSI Designation S55
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TYPE IIT MEDIUM CUTOFF
Cutoff Luminaire
40" Mounting Height
Lamp operated at 37,000 Im
310-W high pressure sodium |amp
ANSI Designation S67
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LED LUMINAIRE ROADWAY
310-W HPS Equivalent at 40’ Mounting Height
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LOW PRESSURE SODIUM LUMINAIRE
40’ Mounting Height
Lamp operated at 33,000 Im
180-W low pressure sodium lamp
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July 20, 2012
PLANS APPROVAL DATE

REGISTERED ELECTRICAL ENGINEER

THE STATE OF CALIFORNIA OR ITS OFFICERS
07 AGENTS SHALL NOT BE RESPONSIBLE FOR
THE ACCURACY OF COMPLETENESS OF SCANNED
COPIES OF THIS PLAN SHEET.

TO ACCOMPANY PLANS DATED

ISOFOOTCANDLE CURVE - MINIMUM
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POSITION
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LED LUMINAIRE ROADWAY 4
400-W HPS Equivalent at 40’ Mounting Height

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS

(ISOFOOTCANDLE DIAGRAMS)

NO SCALE

RSP ES-10A DATED JULY 20, 2012 SUPPLEMENTS THE

STANDARD PLANS BOOK DATED 2010.
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