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ELECTRICAL SYSTEMS

(ISOFOOTCANDLE DIAGRAMS)
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ANSI Designation S62

17’ Mounting Height

ANSI Designation S54

15’ Mounting Height
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ANSI Designation S62

17’ Mounting Height
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Lamp operated at 5,800 lm
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ANSI Designation S62
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SIGN LIGHTING FIXTURE
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70-W high pressure sodium lamp

COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 
P

ROFESSIONA
L

 
E

N
G
I

N
E

E
R

S

T
A
TE OF CALIF

ORN
IA

ELECTRICAL

REGISTERED ELECTRICAL ENGINEER

Jeffery G. McRae

E14512

Dist
No.

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

THE ACCURACY OR COMPLETENESS OF SCANNED

.

2
0
1
0
 

R
E

V
I
S

E
D
 

S
T

A
N

D
A

R
D
 

P
L

A
N
 

R
S

P
 

E
S
-
1
0

B

2-14-12

coated induction lamp.
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