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COPIES OF THIS PLAN SHEET.

THE ACCURACY OR COMPLETENESS OF SCANNED

CIVIL

No.

OVERLAYS

PAVEMENT EDGE TREATMENTS-

NOTES:

3. For locations and limits of shoulder backing or embankment see project plans.

End of #6 longitudinal bar must be 2" –�" clear from transverse joint.

M. Hakim

Cornelis

C55610

4. Grade existing ground to place safety edge. 1’ minimum width

SECTION

CROSS

TYPICAL

NA NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

** For Optional Detail "A"

* For Detail "A"

NA

NA

TT

TT

TT

0.15’

0.20’

0.30’

0.40’

0.45’

0.50’

0.60’

0.70’

0.80’

0.90’

1.00’

1.10’

1.20’

0.43’

FOR SE/SIDE/MILE

MATERIAL

TOTAL ADDITIONAL

(CY)*

CONCRETE

(CY)**

CONCRETE

13.7

30.9

54.9

69.4

84.2

113.9

143.6

173.3

203.0

232.7

262.4

292.1

70.9

85.6

100.3

114.9

129.6

144.3

94.2

112.2

130.2

148.2

166.2

184.2

QUANTITIES FOR SE/SIDE/MILE

ADDITIONAL HMA OR CONCRETE

(TON)

HMA

Var

30^

HP

CASE B

2’ Min

EXISTING PAVEMENT 

MATCH Exist

SEE NOTE 3

SEE NOTE 3

OR EMBANKMENT,

SHOULDER BACKING

NOTE 4

SEE

ES OR EP

Exist

2

SEE NOTE 

Safety Edge

SE, Var

Exist HP

CP AND 

OG

30^

CP

CASE A

2’ Min

6:1 OR FLATTER

EXISTING PAVEMENT 

SEE NOTE 3

SEE NOTE 3

SHOULDER BACKING,

NOTE 4

SEE

2

SEE NOTE 

ES OR EP

Exist

Safety Edge

SE, Var

OG

CP

CASE E

2’ Min

SEE NOTE 3

6:1 OR FLATTER

EXISTING PAVEMENT 

ES OR EP

Exist

SEE NOTE 3

SHOULDER BACKING,

OG

CONCRETE OVERLAY

LEGEND:

ABBREVIATIONS:

SE   SAFETY EDGE

TT   TOTAL THICKNESS OF SE

HMA OVERLAY

HMA OR CONCRETE OVERLAY

THICKNESS AND CONDITIONS

TABLE A

FIELD CONDITION

6:1 OR FLATTER

3:1 TO 6:1

STEEPER THAN 3:1

CUT SECTION

MILL PAVEMENT)

(REPLACE, COLD PLANE,

CASE A

CASE B

CASE F

CASE CCASE D

0.15’ OR MORELESS THAN 0.15’

OVERLAY THICKNESS

EDGE TREATMENT FOR VARIOUS OVERLAY

CASE E

CASE E

CASE F

Exist SLOPE

Exist SLOPE

Exist SLOPE

30^

CASE C

SEE NOTE 3

OR EMBANKMENT,

SHOULDER BACKING

 

EXISTING PAVEMENT 

2

SEE NOTE 

Safety Edge

SE, Var

NOTE 4

SEE

1’ Min

ES OR EP

Exist

OGFG

30^
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10"

Var

HP
2’

15^ 

0.92’

0.17’

TT
6:1 OR FLATTER

SEE NOTE 4

 

EXISTING PAVEMENT 
BAR

#6 LONGITUDINAL

SEE NOTE 3

EMBANKMENT,

SE

TT/2

ES OR EP

Exist

OPTIONAL DETAIL "A"

See Note 5

OG

Var

DETAIL "A"

30^

ES OR EP

Exist

2’

HP

0.75’ SEE NOTE 3
EMBANKMENT,

6:1 OR FLATTER

SEE NOTE 4

EXISTING PAVEMENT 

SE

OG

Vertical Edge

CASE D

ES OR EP

Exist

OG

 

EXISTING PAVEMENT 

  = FINISHED SURFACE GRADE

EXISTING SURFACE GRADE

NO SCALE

For concrete overlay

TRANSVERSE JOINT

6" CLEAR FROM

20" #6 @ 24" C-C

Vertical Edge

2. Details shown for HMA overlay thickness less than 0.43’. See Detail "A" for HMA overlay

5. Safety edge transverse joint must match overlay transverse joint.

For HMA overlay thickness more than 0.43’ or concrete overlay

thickness more than 0.43’ or concrete overlay.

REVISED STANDARD PLAN RSP P75
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1. For limits of safety edge and vertical edge treatments, see Revised Standard Plan RSP P74.

   acceleration lane. See Revised Standard Plan RSP P74.

EXISTING PAVEMENT 

ES OR EP

Exist

SEE NOTE 3

EMBANKMENT,

OG

CASE F

Vertical Edge

* See Table A and Revised Std Plan RSP P74

FG

REGISTERED CIVIL ENGINEER

TO ACCOMPANY PLANS DATED                

JANUARY 20, 2012 THAT SUPPLEMENTS THE STANDARD PLANS BOOK DATED 2010.

RSP P75 DATED NOVEMBER 15, 2013 SUPERSEDES RSP P75 DATED

November 15, 2013

12-31-14

10-4-13

6. Safety edge is not needed in the area of MGS, barrier, right turn lane and
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