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PLANS APPROVAL DATE
THE STATE OF CALIFORNIA OR ITS OFFICERS
OR AGENTS SHALL NOT BE RESPONSIBLE FOR
THE ACCURACY OF COMPLETENESS OF SCAMNED
COPIES OF THIS PLAN SHEET.

TO ACCOMPANY PLANS DATED

NOTES:

1. Where the dis+ance between back of post and hinge point is R
less than 42", construct vegetation confrol to " from hinge point
while malnmlnlng the 8" block-out at back of post. If the 8" block-out
at back of post can not be maintained, construct vegetation control
flush with the back edge of post.

2. Where dike ls constructed under railing, construct vegetation
control_to back edge of dike. Where paved shoulder is constructed
wi'fhl 36" In front of the post, construct vegetation control to

he edge of paved shoulder.

3. For wood post sizes, see Standard Plan A77C1.

4. For steel post sizes, see Standard Plan AT7C2.

5. For details not shown, see Standard Plans A77A1 and AT7A2.
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RSP A77C5 DATED OCTOBER 19, 2012 SUPERSEDES STANDARD PLAN A77C5
DATED MAY 20, 2011 - PAGE 53 OF THE STANDARD PLANS BOOK DATED 2010.

REVISED STANDARD PLAN RSP A77C5




