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GATE SIDE OF WALL

LOCK ON

PLAN

INSIDE OF WALL OPENING

LOCK ON

PLAN

OR PILE CAP

MASONRY ON FOOTING

SECTION J-J

MASONRY ON BARRIER

NOTES:

DETAIL BDETAIL A

DETAIL A
DETAIL B

WALL OPENING

 

WALL OPENING

 

TOP OF CONCRETE

FOOTING OR PILE CAP

PROFILE

GRADE

4
’
-
0

"
¨

 

4
’
-
0

"
¨

 

3
"  

GALVANIZED HEAVY DUTY WROUGHT

STEEL SAFETY HASP AND STAPLE

PLATE. MINIMUM LENGTH OF SLOTTED

FLAP = 6" SLOT TO BE HORIZONTAL. 

4 - SEX BOLTS WITH �" - 20 FLAT HEAD

CORROSION RESISTANT MACHINE SCREWS.

 

4 - �" ` x 3" LONG FLAT HEAD SLEEVE TYPE

CORROSION RESISTANT MASONRY ANCHORS. 

 

GALVANIZED SHIM PLATE. SIZE AS REQUIRED TO 

MATCH HASP STAPLE PLATE¨. THICKNESS AS

REQUIRED FOR SEX BOLT FIT UP.

1

 

 

2

 

 

3

 

 

J

J

J

J

Masonry anchors to be installed after the grout in

 

Contractor may submit alternative gate locking

assemblies for approval by the Engineer. 

 

See other sheets for gate details. 

1.1.

2.

3.

the block cells has attained specified strength.

ACCESS GATE
ACCESS GATE

� GATE LOCKING ASSEMBLY

ACCESS GATE

ACCESS GATE

Approx FINISHED

GROUND

2"¨ x 3"¨ GALVANIZED

SHIM PLATE. THICKNESS

AS REQUIRED FOR SEX

BOLT FIT UP. 

GALVANIZED STEEL CATERPILLER

SAFETY HASP WITH 2 OR 3 LINKS.

MINIMUM OVERALL LENGTH OF

SLOTTED AND HINGED FLAPS = 7�".

2 LINK HASP SHOWN.

T
H

I
C

K
N

E
S

S

�
"
 
M

i
n

6-10-09

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

NO SCALE

DETAILS

ACCESS GATE LOCKING

SOUND WALL MASONRY BLOCK

B15-14

2
0

1
0

 S
T

A
N

D
A

R
D

 P
L

A
N

 B
1

5
-
1

4

3
2

8

COUNTY ROUTE
POST MILES
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Tillat Satter
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Dist
No.

THE STATE OF CALIFORNIA OR ITS OFFICERS
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