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SAFETY RAILING
(SHOWN IN RAISED POSITION)——/ 1

TO LIGHTING FIXTURE, SEE
CONDUIT ENTRANCE DETAIL

C, TYPE 4 CONDUIT

SIGN
STRUCTURE
SECURE CONDUIT TO
STRAIGHT TYPE 4 WALKWAY GRATING
CONDUIT CONNECTOR WITH Galv CLAMPS

ALL BOLTS, NUTS, WASHERS AND OTHER HARDWARE
SHALL BE SAE GRADE 5 AND CADMIUM-PLATED.

%" LOCK WASHER
(4 PER FIXTURE)

%" WASHER (4 PER FIXTURE)

NOTES:

1. The first number listed is the
dimension from the edge of
the sign panel to the center
of the end-most fixture. The
second number listed is the
dimension between centers of
successive fixtures.

HOLE I[N FIXTURE TAPPED FOR
¥4"C FITTING

¥4"C-45° TYPE 4
CONDUIT CONNECTOR

2. Wnere adjacent sign panels are LOCKNUT
spaced 1'-0" or less the
combination of these panels
(and spaces) shall be considered
a single panel. ¥4"C, TYPE 4 CONDUIT
3. Physical configuration and
mounting details may vary from
what is shown.
54" TYPE 1, %"C Min ——~
33, 7
% 8% M ¥a"C, TYPE "T" CONDUIT
T b 2%" . 2% FITTING WITH GASKETED
= COVER PLATE.
| J L are Loy PLATE:
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o ™
= -
BN
° Q CONDUIT CLAMPED TO SIGN
= STRUCTURE "I" BEAMS WITH
/}3 K Ys" "U" BOLTS \
— - {
C 4
N T ?-\I r WALKWAY GRATING
" " < T
8% 4 A" CAP THE CONDUIT AT
17-9V," THE FIRST SUPPORT
" PAST THE LAST FIXTURE
4 HOLES, 9 HOLES - %" 8
%" # x 1" LENGTH  TOP VIEW SIDE VIEW
NOTES:

1. Material: 0.135" hot-dip galvanized sheet steel after fabrication.
2. Left side is symmetrical with right side.

%" 8 x 1" BOLT (4 PER FIXTURE)
%" WASHER (4 PER FIXTURE)
%" LOCK WASHER (4 PER FIXTURE)

3%" @ NUT (4 PER FIXTURE)

FIXTURE_MOUNTING PLATE (1 PER FIXTURE)
(SEE DETAIL THIS SHEET)

%" @ x 12" BOLT (4 PER FIXTURE)

STEEL CLAMPING NUT - GROOVED AND SERRATED
FOR USE IN 1%" WIDE MOUNTING CHANNEL
(4 PER FIXTURE)

RETAINING SPRING (4 PER FIXTURE)

TO LIGHTING FIXTURE, SEE

CONDUIT ENTRANCE DETAIL

SECURE CONDUIT TO
WALKWAY GRATING
WITH Galv CLAMPS
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