10502B_D07-14-06
Page 2 of 2

 XE "10502B_D07-14-06" 
Page 1 of 2

1.  Change section numbering when used in conjunction with Std. Specs.

10.__  WOOD BENCHES

2

PART 1 - GENERAL

3

Scope:  This work shall consist of furnishing and installing wood benches in accordance with the details shown on the plans and these special provisions.
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SUBMITTALS

5

Manufacturer's descriptive data and installation instructions shall be submitted for approval.
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PART 2 - PRODUCTS

7

Acceptable Manufacturers:  Subject to compliance with these requirements, manufacturer's shall be Penco Products, Inc.; Republic Storage Systems, Inc.; Interior Steel Equipment Co.; or equal.
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Seat:  Seat shall be factory fabricated, laminated seat units of solid birch or other suitable, dense hardwood and manufacturer's standard clear coating.  Seat units shall be approximately 9½ inches wide by 1¼ inches thick, in lengths as shown on the plans.  Edges of the seat shall be rounded and all surfaces shall be smooth and free of splinters which would snag clothing or skin.
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Supports Assemblies:  Supports assemblies shall be standard steel pedestal assemblies with continuously welded top and bottom flange fittings.  Flanges shall have provisions for fasteners to the floor and securing to the bench.  Pedestal diameter shall be not less than 1¼ inches.  Pedestal color and finish shall be selected from the manufacturer's standard colors.
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Fasteners:  Fasteners for fastening seat units and support assemblies shall be the manufacturer's standard fasteners for the purpose intended.
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PART 3 - EXECUTION
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INSTALLATION

13

Bottom flange fittings of the support assemblies shall bear solidly on the floor without rocking and shall be fastened rigidly and securely to the floor in accordance with the manufacturer's recommendations.

